
Crane details

Abandon

Base Oil 4'' Dry Break Coupling

Continuous Variable Tone

Cargo Transfer Operations

4" FIG 100 male sub

Brine
Liq. Mud
Sludge

Noble Invincible Control VHF CH 13

Vessel Co-ordination

Pot water
Drill water

Diesel

Barite

Permission to enter safety zone should be obtained from

Vessels conducting standby duties

Radius ID

See attached field drawing

To be located as per instructions and based on current activity.

Noble Invincible Control VHF CH 13

4'' Dry Break Coupling

Cargo Transfer Operations to take place according to;

55-000277 - Instructions to Master 

G-OMO & G-OMO 8-A Safety zone entry checklist

Location

+47 51 35 64 97 / 51 35 61 47

Communications

Specific Marine Hazards

VHF Ch. 16

Marine Hazards

Emergency

Control Room

Valhall Hod A

General
VHF Ch. 13

VHF CH 13
Tetra Radios

Prior to entering the 500 m safety zone vessels must send the checklist to Noble Invincible Control Room opertech.invincible@noblecorp.com

See datacard of Valhall Hod for info about the installation

Rev.7 12.01.2024

Alarms

10,0 t - 50 mtr  /  19,2 t - 35 mtr  /  50,0 t - 20 mtr
10,0 t - 52 mtr  /  16,6 t - 35 mtr  /  20,0 t - 20 mtr
10,0 t - 50 mtr  /  19,2 t - 35 mtr  /  50,0 t - 20 mtr

Fire & Emergency

Vessel movement within the field are controlled and monitored by;

1 hour prior to arrival in the field, contact should be made with;

4" Dry Break Coupling

5'' FIG 50 male sub
5'' FIG 50 male sub

4" FIG 100 male sub
Cement

Light

Bulk Connections

Noble Invincible Control VHF CH 13

Noble Invincible

Call Sign 9V3047

                  Operational Crane Limits 
10,0 t - 52 mtr  /  16,6 t - 35 mtr  /  20,0 t - 20 mtr

oim.invincible@noblecorp.com

Safety zone 500 m

opertech.invincible@noblecorp.com

OIM

minv.olc@akerbp.comOffshore Logistics

+ 47 51 35 62 36

VHF Ch. 14Stand by vessel

Connected to Valhall Hod A

Noble Invincible Control VHF CH 13On entry & exit of the safety zone, establish contact and inform;

Intermittent

Whip line (port)
Main line (port)
Whip line (stbd)
Main line (stbd)

+47 51 35 62 18

Flashing Yellow
Sound

Flashing Yellow

4'' Dry break Coupling
4'' Dry Break Coupling

Vessels without Tetra: UFH frequency 457.550
Communication vessel - deck
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Radius 700

Prism

Noble Invincible
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Reference Systems Revised 24.04.2023 AE

Notes:
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